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CREVIS CO., LTD.
CC-Link IE Field Basic Network Adapter R E V I
GN-9284 Items | Specification

Communication Specification
Adapter Type Slave station {CC-Link [E Field Basic Server)

Protocol CC-Link IE Ficld Basic, SLMP
‘\ N iy Sub-Protocol MODBUSTCP MODBUS/UDP HTTP.DHCP, 10 TCP Connections
- O0FELU EZHRIRIOES 1 —) Uik S ORI R \ Portnunber 61430 (CyclicData)
61451 (port number of the slave station of Node Search)

(OA=)\—)L5A jd) FTA)NAADES 1)L Vix.Expartsion Modile st

~ \\ Number of occupied stations 1 - 4 stations CC-Link IE Field Basic
Max. Diata Size{ RX, RY) cach 32 bytes (4 Stations occupied) W gysen
RBREFYI32Points XA 51 XI/OE> )I/ 1
\\\ Max. Data Size{ RWr. RWw) each 256 bytes (4 Stations occupied) A
ERNIQ,{j:I;?\OQ lHjjj:E )l/) Max. link points per station (RX, BY) cach 4 points 3 @o U mpes
Max. link points per station (RWr, RWw) | esch 32 points » @ RUN/ERR
Max Length Bus Line Up to 100m from Ethemet Hub/Switch with twisted CATS UTP/STP i @uos CREVIS
-U- 7 7 \“ Max. Nodes 4 node T
:I /} \0 '\78\ /]/X C‘:_ - /]/ :E ) H}Kaﬁﬁﬁ Haud Rate 10/ 100Mbps, Auto-negotation, Full duplex ‘ :‘z
7 I Interface Connector RJ-45 socket * 2pes i!
)J E’J Td FEﬁ /Eﬁﬁ IP-Address Setup Via DHCP/BOOTP or 10Guide{Crevis Software) ‘
IP-Address Range sl ~ 253 (User area)
N _ oAy 254 - 255 (Reserved for LAP Function)
- 1—Y—DFHE+ =R L7ZRemovable Terminal IAP ode WhonDIPSwich 103 scing s 254or 25
_ s~ {Using only Internet Explorer / recommended version 11)
e, T ST Serial Port RSZ32 for MODBUS/RTU. Touch Pannel or 10Guide
B | Oijlj_-_ES'?\)‘TE{/ \t N @a%%&uug ODB;J_\\ Senal Configuration (RS232) Node I (Fixed)
(R (RIS CIERIR IR A iRt b 1530
Data bit : ¥ (Frxed)
Parity bit  : No parity (Fixed)
Stop bit : | (Fixed)
Indicator 6 LED
I Green/Red, Module Status (MOD)
&“m ‘mnﬂm. 1 Green, Physical Connection (DLINK) A
UL System Power Supply voltage - 24Y'de nominal, Class 2 1 Green, Exchange Data/Traffic Present (RUN/ERR} )
System Power Supply voltage : 24V de nominal : g:i;‘"';‘;‘iﬁﬁ':r“;[’ﬁu“"d”k Status (105)
X y 5
S“FF']!I" 1""3“'55‘9 range : 15-30Vde 1 Green, Field Power Status
Protection : Output current Lot (Min. 1.54) 2LED (each RJ45 Connector)
— [ I Yellow, Link/Active
_ : I}nm:: polanty protection 1 Geeen. Nt used
Power Dissipation TimA typical i@l 24Yde Module Location Starter module left side of G-Series system
Current for 110 Module 1.5A @ 5Vde* (When using in '60°C ~ 70°C’ temperature cnvironment, _Field Power Detection About 14Vde
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